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Location(s) where activities are performed under accreditation 

Head Office 

Waalhaven Oostzijde 123 

3087 BM 

Rotterdam 

Nederland 
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This annex has been approved by the Board of the 
Dutch Accreditation Council, on its behalf, 

 
 

 
J.A.W.M. de Haas 

 

Location Abbreviation/ location code 

Waalhaven Oostzijde 123 

3087 BM 

Rotterdam 

Nederland 

Ro 

Narvikweg 16/16A 

9723 TV 

Groningen 

Nederland 

Gr-N 

Osloweg 130 

9723 BX 

Groningen 

Nederland 

Gr-O 
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No. Field of inspection Type and range of inspection Methods & procedures1 Location 

Radiographic examination 

1  Industrial NDT during 
manufacturing, pre- and in 
service inspection and 
testing of metallic- and 
non-metallic products and 
structures 

Radiographic examination of 
welds 

ASME V Art.2 
Interne procedure PR-0141 
Radiographic 
Testing of Welds iaw ASME V Article 2 
Interne procedure PR-0253 ASME VIII, 
Interne procedure PR-0254 ASME 
B31.1 
Interne procedure PR-0255 ASME 
B31.3 

Ro 
Gr-N 

2   EN-ISO 17636-1 
Interne procedure PR-0132 
Radiographic 
Testing of Welds in accordance with 
ISO 
17636-1 
Interne procedure PR-0133 EN-ISO 
10675-1 

 

3   EN-ISO 17636-2 
Interne procedure PR-0256 
Radiographic 
Testing of Welds in Accordance with 
ISO 
17636-2 
Interne procedure PR-0133 EN-ISO 
10675-1 

 

4   Radiographic inspection of 
corrosion 
and deposits in pipes 

EN-ISO 20769-1 
Interne procedure PR-0134 
Radiographic 
testing of Corrosion and Deposits in 
Pipes IAW ISO 20769-1 

 

5   EN-ISO 20769-2 
Interne procedure PR-0257 
Radiographic 
Inspection of Corrosion and Deposits in 
Pipes IAW ISO 20769-2 v1 

 

Ultrasonic Examination 

6  Industrial NDT during 
manufacturing, pre- and in 
service inspection and 
testing of metallic- and 
non-metallic products and 
structures 

Ultrasonic examination of 
welds 

ISO 10863 
Interne procedure PR-0142 TOFD 
Testing of Welds IAW ISO 10863 
Interne procedure PR-0260 ISO 15626 

Ro 
Gr-N 

 
1 If no date or version number is mentioned for a normative document,  the accreditation concerns the most current version of the document or scheme. 
1 If there is a referral to a code starting with NAW, NAP, EA or IAF, this concerns a scheme mentioned on the RvA-BR010-lijst.  

https://www.rva.nl/en/document/download/BR010-lijst
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No. Field of inspection Type and range of inspection Methods & procedures1 Location 

7  Industrial NDT during 
manufacturing, pre- and in 
service inspection and 
testing of metallic- and 
non-metallic products and 
structures 

Ultrasonic examination of 
welds 

ISO 13588 
Interne procedure PR-0259 Phased 
Array Ultrasonic Testing of Welds in 
accordance with ISO 13588 
Interne procedure PR-0258 ISO 11666 

Ro 
Gr-N 

8  ASME V Art.4 
Interne procedure PR-0131 Ultrasonic 
testing of Welds in Accordance with 
ASME V Article 4 and 5 
Interne procedure PR-0261 ASME VIII, 
Interne procedure PR-0262 ASME 
B31.1 
Interne procedure PR-0263 ASME 
B31.3 

9  ISO 17640 
Interne procedure PR-0129 Ultrasonic 
testing of Welds in Accordance with 
ISO 
17640 
Interne procedure PR-0258 ISO 11666 

10  Ultrasonic testing of steel 
flat product 

EN 10160 
Interne procedure PR-0264 Ultrasonic 
testing of steel flat product of thickness 
equal or greater than 6 mm EN 10160 

Ro 
Gr-N 

11  Ultrasonic inspection of 
corrosion and deposits in 
pipes 

ISO 16809 
Interne procedure PR-0128 Ultrasonic 
Thickness Measurements iaw ISO 
16809 

12  ASME V Art.5 
Interne procedure PR-0131 Ultrasonic 
testing of Welds in Accordance with 
ASME V Article 4 and 5 

13  ISO 16809 
PR-0137 Manual & Semi Automated 
Phased Array Corrosion Mapping 
Procedure 

14  ISO 10863 
PR-0269 TOFD Inspection of Welds for 
the Detection and Sizing of Weld 
Corrosion IAW ISO 10863 

Magnetic Examination 

15  Industrial NDT during 
manufacturing, pre- and in 
service inspection and 
testing of constructions 
and products of 
ferromagnetic materials 

Magnetic examination of 
welds 

ASME V art. 7 
Interne procedure PR-0125 Magnetic 
Testing procedure ASME BPV Code V 
& 
ASME BPV Code VIII Div. 1 Man App 6 
Interne procedure PR-0265 ASME 
B31.1 
Interne procedure PR-0266 ASME 
B31.3 

Ro 
Gr-N 
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No. Field of inspection Type and range of inspection Methods & procedures1 Location 

16  Industrial NDT during 
manufacturing, pre- and in 
service inspection and 
testing of constructions 
and products of 
ferromagnetic materials 

Magnetic examination of 
welds 

EN-ISO 17638 
Interne procedure PR-0124 Magnetic 
Testing Procedure ISO 9934-1 Interne 
procedure PR-0124 ISO 23278 

Ro 
Gr-N 

17  Magnetic examination of 
forgings, plates and castings 

ASME V art. 7 
Interne procedure PR-0125 Magnetic 
Testing procedure ASME BPV Code V 
& 
ASME BPV Code VIII Div. 1 Man App 6 

18  ISO 9934-1 
Interne procedure PR-0124 Magnetic 
Testing Procedure ISO 9934-1 

19  EN 1369 
Interne procedure PR-0124 Magnetic 
Testing Procedure ISO 9934-1 

Penetrant Examination 

20  Ind ustrial NDT during 
manufacturing, pre- and in 
service inspection and 
testing of metallic- and 
non-metallic products and 
structures. 

Penetrant examination of 
welds 

ASME V art 6 
Interne procedure PR-0127 Penetrant 
Testing Procedure IAW ASME V: Article 
6 
Interne procedure PR-0127 ASME VIII 
Div. 1 App 8 
Interne procedure PR-0267 ASME 
B31.3 
Interne procedure PR-0268 ASME 
B31.3 

Ro 
Gr-N 

21  ISO 3452 
Interne procedure PR-0126 Penetrant 
Testing Procedure IAW ISO 3452-1 
Interne procedure PR-0126 EN-ISO 
23277 

22  Penetrant examination of 
forgings, plates and castings 

ASME V art 6 
Interne procedure XX ASME VIII Div. 1 
App 8 
Interne procedure XX ASME B31.3 

23  ISO 3452 
Interne procedure PR-0126 Penetrant 
Testing Procedure IAW ISO 3452-1 
Interne procedure PR-0126 EN-ISO 
23277 
Interne procedure PR-0126 EN-ISO 
10228-1 
Interne procedure PR-0126 EN 1371-1 

 

 


